
The NÜO APP2k-H appliance integrates software and hardware 
in a single device, where NÜO One has been fully integrated 
and preconfigured. It has high availability for facilities where 
complete physical redundancy 1+N is required. APP2k-H

PLANET

THE PERFECT SOLUTION FOR

Medium sized facilities
High availability

2,000 users - 200 doors

NÜO APP2k-H has the capacity for 2,000 users and up to 200 doors, so it is ideal for medium sized facilities that require an 
additional back-up appliance. NÜO One is able to manage all kinds of doors: Normal and automatic doors, turnstiles, lifts, car parks, 
offline doors, etc. Making it the most versatile system on the market.

NÜO APP2k is integrated with CCTV and alarm systems, making it possible to manage the entire installation from the same point.

The planimetry allows all the elements of the installation to be located, controlled and managed, and the alarms for each device can 
be viewed.

Biometrics are fully integrated into NÜO One. The application, controllers, and readers manage fingerprint patterns instinctively, 
guaranteeing accurate identification. Everything is automatic: from registering the user, to updating fingerprint patters using the 
readers. NÜO One allows three types of fingerprint technology to work simultaneously: capacitive, optical and multi-spectral.

NÜO One has a multi-site option, meaning the security of a company with offices in different locations can be managed comprehensively. 
The accesses for all users can be set up from a single control centre, where user data can also be managed.

COMPLETE INTEGRATION



Access control for all kinds of doors

Integration with CCTV systems

Integration with Alarm systems

Planimetry of the installation

Notification of events

200 timetables and 2 holiday calendars

Visitor management

Customised reports

Integration of LDAP users

Multi-site to manage various offices

Operational posts

NO. OF USERS
2000

NO. OF DOORS
200

HIGH AVAILABILITY
2 sets of equipment with the same technical characteristics

HIGH PERFORMANCE (CPU)
Intel Xeon™ E3-1280v6 4 Cores 3.9GHz-4.20 GHz

OPERATING SYSTEM
CentOS

RAM MEMORY
16 GB

HARD DRIVE
2 SSD Intel PRO 6000p Series S 12 GB NVMe PCIe M.2 TLC (Redundant Storage)

POWER SUPPLY
Redundant (1+1) 450W 80 PLUS Gold

SERVER
Asus RS300-E9-RS4

INSTALLATION
1U in 19” rack

DIMENSIONS
Height 44 mm, Width 444 mm, Depth 615 mm
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